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VERTICAL SETUP FOR SPOOL 
 
 

For use in vertical position: 
1. Place short leg of “T” adapter over single hole end of riser tube.  For proper support and 

balance place the wheel side of head assembly over long legs of base frame, replace quick 
pull pin or bolt through the holes that align.   

2. Stabilize the unit by adjusting leveling screws on base frame. 
3. Place spool hub on the shaft and slide it to the rear against the stop ring and align to fit over 

the key in the shaft.  Tighten the set screws to secure. 
4. Position unit at required approach to machine.  Face wheel to maximize loading ease.  
5. Reconnect switch and motor plugs. 
6. Set required rotation of unit by use of For./Rev. switch on controller. 
7. This unit is activated by applying light pull to wire.   
8. Keep clear of unit while power switch is on. 

 
For use in horizontal position: 

1. Place long leg of “T” adapter over single hole end of riser tube and follow the same 
instructions above. 

 
Wire can be loaded to payoff in a clockwise or counter clockwise direction. For more detailed information 
see back page. 
 
 
 

HORIZONTAL SETUP FOR COIL 
 
 

For use in horizontal position: 
1. Place long leg of “T” adapter over single hole end of riser tube.  For proper support place 

center of wheel and motor over long legs of base frame.Position uprights perpendicular to 
wheel. 

2. Place coil hub on the shaft and slide it to the rear against the stop ring and align to fit over the 
key in the shaft.  Tighten the set screws to secure. 

3. Loosen upright rod knob several turns, turn rods upright and lock in position with knob. 
4. Reconnect switch and motor plugs. 
5. Place tophat over coil before removing coil ties. 
6. Keep light tension on coil with tophat by turning tension knob on center stud. 
7. Set required rotation of unit by use of For./Rev. switch on controller.  
8. This unit is activated by applying light pull to wire.   
9. Keep clear of unit while power switch is on. 
 

For use in vertical position: 
1. Place short leg of “T” adapter over single hole end of riser tube and follow the same 

instructions above. 
 

Height of wire line can be adjusted in increments by removing lower quick pull pin or bolt and replacing in 
appropriate hole. 
 
Wire can be loaded to payoff in a clockwise or counter clockwise direction. For more detailed information 
see back page. 
 



 

 

WIRE GUIDE LOCATION 
 

To reverse direction of payoff the switch rod and the primary guide tube rod location 
must be changed to mirror optimum light tension pattern. 
 

1. Remove switch rod and (3) other rods from spider ring.  Loosen the setscrews in 
top of ring.  Remove/replace rods in appropriate holes observing the pictures 
below. 

2. Change switch setting on controller to reverse. 
 
 

 

 
 
 
 

MOTOR SPEED ADJUSTMENT 
 

The proper motor speed for any particular usage can be found by starting at a higher than 
required setting and adjusting down until slack is eliminated.  Take care not to reduce 
speed to the point that the tension springs on payoff are over stressed.   
 







 

 

IF ALL TROUBLESHOOTING TESTS FAIL 
PLEASE CALL TAK SUPPORT: 

 
 

(860) 583-0517 
 
 

 
 
 

 

TAK ENTERPRISES INC. ASSUMES NO RESPONSIBILITY FOR 
NEITHER INJURY OF PERSON OR PRODUCT OR ANY 
LIABILITY RESULTING FROM THE PURCHASE OF PRODUCTS 
SOLD WITH THE INTENTION OF MODIFYING OR ATTACHING 
TO EXISTING EQUIPMENT.  ANY EQUIPMENT MODIFIED 
FROM THE ORIGINAL CONFIGURATION STATED ON THE 
PURCHASE ORDER OR  CONSIDERED AS MODIFIED 
CONFIGURATION BY TAK,  WILL NOT BE COVERED BY ANY 
GUARANTY OF OPERATION OR FUNCTION.  ANY SUPPORT 
FOR THE MODIFIED EQUIPMENT WILL BE DETERMINED BY 
TAK ON AN INDIVIDUAL INCIDENT BASIS. 
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